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EDD Series Dusk to Dawn

ORDER INFORMATION 

EXAMPLE: EDD-45W-Y-50K-T-21-SV-PC

Efficacy:  137 - 141 Lm/W

Delivered Lumens Output: 6,350 - 9,600

Power: 45 - 70W

CRI: 80

CCT: 4000K, 5000K

Input Voltage: 120 - 277 VAC

Frequency: 50-60Hz

Beam Angle: 150º Standard

Warranty: 5 Years

Standard Lifetime: designed to L70 minimum 50,000 Hours

Rating: IP65

Power Factor: >0.95

Operating Temp: (-40ºF) - (104ºF) 

PRODUCT DESCRIPTION
The Luminoso EDD series is designed to make it a perfect 

replacement for traditional cobra head fixtures. Its 

wide distribution angle is ideal for lighting applications 

such as Parking lots, Residential and service areas. Lastly, 

the EDD series’ exceptional 50,000+ hours of operation 

and wattage reductions of over 65% from its traditional 

counterparts makes it a truly revolutionary product. It is 

available in either a 45 and 70 watts with lumen packages 

ranging from 6,350 to 9,600. 

PERFORMANCE SUMMARY

Mounting Arm 
Available

Silver

Bronze

45W

6,350 

70W

9,600

EDD-45 EDD-70

6.24 Lbs 11.8 Lbs

141 Lm/W 137 Lm/W

120-277VC 120-277V

20.7 x 17.7 x 8.9 in 20.7 x 17.7 x 8.9 in

EDD

Series Voltage

21 = 
Direct Arm Mount

CCT

40K = 4000K

Beam
Angle

T=150º

Mount 

Y=120-277V SV = Silver

BZ = Bronze

Finish

50K = 5000K

Wattage 

45W

70W

PC = 
Photocell

Option

Input

Enter configuration:
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